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HOURS
MODERATE SERIOUS
PTL  WITHIN 60 MIN. PRIOR TO LIGHTOFF BOILER LAYUP PRIOR STEAM
AOL WITHIN 30 MIN. AFTER ON LINE DRY LAYOP TH?'SOl:‘ROSNTHTE ED
RTE WITHIN 24 HOURS —_ L
ADD BATCH CHEMICAL ADDITION DES DESICCANT HOURS STEAMED
ACA 60 TO 90 MIN. AFTER CHEMICAL ADDITION HTD HEATED AR TODAY
PTB WITHIN 60 MIN. PRIOR TO BLOWDOWN
ABD 30 TO 45 MIN. AFTER BLOWDOWN NET LAVUP HOURS STEAMED
PTS WTHIN 90 MIN. PRIOR TO SECURING STM STEAM éSHIP) THIS MONTH
FFT FRESHLY FILLED AND TREATED STS STEAM (SHORE) HOURS SINCE LAST
LOF  LIGHTOFF NIT  NITROGEN WATERSIDE INSPECTION
ONL ON LINE HYD HYDRAZINE
SEC SECURED HOURS SINCE LAST
D DUMPED BLOWDOWNS FIRESIDE INSPECTION
OTH = OTHER S SURFACE
CBOL CONTINUOUS BLOWDOWN ON-LINE S—1 SCUM HOURS SINCE LAST
CBS CONTINUOUS BLOWDOWN SECURED B BOTTOM SURFACE BLOWDOWN
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