


FEEDWATER CHEMISTRY WORKSHEET/LOG

PAGE
TIME REMARKS:
LEGEND/TEST CODE CHLORIDE CONDUC— | HARDNESS
DISSOLVED OXYGEN TESTING MORPHOLINE TREATED SYSTEM REQUIREMENTS/LIMITS d mTY epm
(MAXIMUM) SALINITY |CHEMICAL | 4mho/cm
INDICATOR | TEsT |
PFB  PRIOR TO FEEDING THE AOL 60 TO 90 MINUTES
BOILER AFTER ON LINE DISTILLATE 0.065 0.07 10.0 —
AOL WTHIN 2-3 HOURS AFTER RTE CARRIERS EVERY 4 HOURS MAKEUP  |-DEMINERALIZED - - 1.0 -
BOILER ON LINE OTHERS EVERY 12 HOURS NONDEMINERALIZED 0.10 0.10 15.0 0.10
RTE  WITHIN 24 HOURS CONDENSATE, | MORPHOLINE TREATED | 0.04 0.02 6.0 0.02
DRAINS & DFT | WMITHOUT MORPHOLINE | 0.02 0.02 3.0 0.02
DISTILLER AIR EJECTOR DRAINS 0.065 0.02 10.0 -
LCPO MPA REVIEWED: DATE
INIT. DATE INIT. DATE (ENGINEER OFFICER)

NAVSEA 9255/4 (6—94)(BACK)

NSN 0116—LF-018-2200




